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A. .. ELECTRICAL VERSION 

B. .. INTEGRATED DRUM HOUSING 

C. .. ELECTRICAL CABLE DRUM 

(57) Abstract: Disclosed is a drum housing for a motor vehicle, comprising a receiving area for optionally accommodating a cable 
drum (108; 1 18) of an electrical or manual window opener drive. Said receiving area is provided with a first zone (106) having a 
first diameter (107) that is sufficiently large for accommodating the cable drum (108) for the electric window opener as well as a 
second zone (110) having a second diameter (1 12) which is sufficiently large for accommodating the cable drum (118) for the manual 
window opener. 

(57) Zusammenfassung: Trommel gehause fiir ein Kraftfahrzeug mil einem Aufnahmebereich zur wahlweisen Aufnahme einer 
Seil trommel (108; 1 18) eines elektrischen oder manuellen Fensterheberantriebs, wobei der Aufnahmebereich einen ersten Bereich 
(106) mit einem ersten Durchmesser (107) t der zur Aufnahme der Seiltrommel (108) fur den elektrischen Fensterheber ausreichend 
ist, und einen zweiten Bereich (1 10) mil einem zweiten Durchmesser (1 12), der zur Aufnahme der Seiltrommel (118) fur den ma- 
nuellen Fensterheber ausreichend ist, aufweist. 
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